
• 48 Gbps bandwidth

• Supports resolutions up to 10K@30Hz, 8K@60Hz and 4K@120Hz

• 4 Lanes of 12Gbps FRL (Fixed Rate Link)

• Enables transmission of Static and Dynamic HDR Formats

• Supports uncompressed and compressed modes of transmission

• Advanced EMI testing to ensure cables minimize interference with wireless signals 
up to 32 audio channels

• Features Enhanced Audio Return Channel (eARC) for simplified connectivity, 
greater ease of use and support for the most advanced audio formats and highest 
audio quality

• Audio Formats such as DTS Master, DTS:X, Dolby TrueHD, Dolby Atmos and more

• HDCP 2.3 and backwards compatible

• Support for the wide angle theatrical 21:9 video aspect ratio

• Certified Premium Ultra High Speed HDMI ensures installations are ready for 
today’s full 8K/UltraHD environment

• Features SecureFit connectors which are pull tested up to 7 lbs providing 45% 
stronger connections than regular HDMI connectors

• Directional cable with built-in active chipset (25-66ft only)

• Supports Variable Refresh Rate (VRR), Auto Low Latency (ALLM), Quick Frame 
Transport (QFT) and Quick Media Switching (QM)

• UL Listed, CL3 Rated

• OM3 Rated (25-66 ft lengths)

Certified Ultra High 
Speed HDMI® Cables 

with Ethernet

Each cable features a unique
anti-counterfeiting authentication label

PART NUMBER LENGTH

UHD8K01 1 ft
UHD8K03 3 ft
UHD8K06 6 ft
UHD8K10 10 ft
UHD8K12 12 ft
UHD8K16 16 ft
UHD8K25 25 ft
UHD8K33 33 ft
UHD8K50 50 ft
UHD8K66 66 ft

25-66 ft lengths 
(includes active chipset)

1-16 ft lengths


