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•	 Made from 1.5mm (.06”) Thick steel
•	 Heay	duty	black	powdercoat	finish
•	 Attaches to VESA patterns from 50 to 400
•	 Separate VESA mounting plate and breadboard for 

installation	flexibility
•	 Attach equipment using our UMC-1 universal mounting 

clamps	and	finish	with	our	CLP-1	Zip	tie	clips.
•	 Huge 11.71” x 9.21” mounting platform
•	 Increased reliability for all of your installations

Component Mounting Plate

All	 Intuitive	 Products	 have	 a	 Lifetime	 Limited	 Warranty.	 This	 warranty	 includes	 labor	 and	
parts repairs on all defective components, material or workmanship. This warranty shall 
not	 apply	 to	 products	 which	 have	 been	 abused,	 modified	 or	 disassembled.	 Products	
must	 be	 returned	 to	 Intuitive	 with	 prior	 notification	 and	 return	 authorization	 number	 (RA).

Intuitive CMP-1

One major obsticle that confronts most of todays installers...where to put the components that 
support the system; the Apple TV, room controllers, sat boxes, etc...many need to be installed at 
the	display	location.	Our	IWB	series	of	In	Wall	Boxes	are	a	great	solution	for	that	issue,	but	what	
about	 the	 installations	where	cutting	 the	wall	 is	 not	possible?	 	 Block	walls,	 stand	mounts,	pole	

mounts, commercial installations...the CMP-1 solves this issue.

It easily attaches to the rear of the display using the VESA mounting locations, allowing you to 
quickly and securly add a versitile component location.

Built	 from	powdercoated	steel,	 the	CMP-1	will	display	 the	quality	of	your	 installation	and	 last	a	
lifetime.



3120	W.	Carefree	Hwy.	1-323,	Phoenix,	AZ	85086				PH:602-759-9559			FX:602-759-9779

The following are included:
1ea. TV mounting plate
1ea.	 Breadboard	plate
1ea. Support Post
4ea. Self Tap Screws
1ea.	 Bag	of	various	mounting	screws

See the installation Slideshow Here: 

•	 Part Number CMP-1
•	 Construction - Steel, powdercoated
•	 VESA up to 400mm
•	 Overall	size	-	.32”	(8mm)	x		16.62”	(422mm)		x	11.18	(284mm)	up	to	13.68	(347mm)
•	 Breadboard	mounting	are	9.21”	(234mm)		x	11.71”	(298mm)
•	 Product	Weight	-	2.1	Lbs	(.95	kg)

Have questions? Call 602-759-9559      
Need more information? www.Intuitiveusa.com
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